
Capability Annex 

OIML R 50:2014 

Accuracy class(es)    0.2    0.5     1      2   All 

Minimum totalisation scale interval, d 
(kg) 
Maximum test flowrate, Qmax 

(t/h) 
Minimum test flowrate, Qmin 

(t/h) 
Minimum test totalized load, Σmin 

(kg, t) 

Maximum test capacity, Max 
(kg, t) 
Maximum speed of the belt v 
(m/s) 

Temperature range 
Lower limit:     ‐10  °C 

Upper limit:  40 °C 

Type of tests related to 
humidity effects            Damp heat, steady state            Damp heat, cyclic test 

Restrictions: 


	02 05 1 2 AllMinimum totalisation scale interval d kg: d  ≥ 0.001 t
	02 05 1 2 AllMaximum test flowrate Qmax th: Up to 10 000 t/hactual Qmax dependent upon application
	02 05 1 2 AllMinimum test flowrate Qmin th: 20% of Qmax
	fill_4: actual Σmin dependent upon application
	02 05 1 2 AllMaximum test capacity Max kg t: actual Max dependent upon application
	02 05 1 2 AllMaximum speed of the belt v ms: actual Max speed dependent upon application
	Restrictions: Excluding immunity to radiated electromagnetic field tests in accordance with IEC 61000-4-3.
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